
APSOM TECHNOLOGIES (INDIA) PVT. LTD.
Unit 202, Shri Sai Corporate Park ,Plot No.B/8, Mahakali Mandir Road,Off.Link Road, 
Opp: Laxmi Nagar Ind.Estate,Goregaon (West)Mumbai - 400 104 Tel.: 022-2878 7804, 
Fax.: 022-2878 7802   E-mail: info@apsomtechnologies.com Mob:-91+8879543580

www.apsomtechnologies.com

DELHI NCR:  12/36, Site-IV, Sahibabad Industrial Area, Ghaziabad-201010, U.P. 
                       Tel: +91-120-4261170. Mob:+91-9810343951
                      
SURAT :       3,Lalwala Compound, Near Bhatiya Complex, Opp. Interwood Furniture
Sosyo Circle, Bamroli Road, Udhana, Surat- 395 002. Mob: +91-9322515809.  

KOLKATA:     23-R, Motilal Basak, Garden Lane, Phool Bagan, Kankur Gachi, Kolkata- 700054. 
                       Tel: +91-9830364995. Mob:+91-9331269836                        Tel: +91-9830364995. Mob:+91-9331269836 
                      Pune:+91-9321895804      Gujarat:+91-8879543580      Odisha & Chhattisgarh:+91-9692564656      South: +91-8291701781

SPECIFICATIONS

Color                                                                                                                CMYK
Print-Head                                                                                  9 x RicohGen5 /  RicohGen6
Print Mode And Speed                        Draft                                60sqm/h           /  80sqm/h
                                                         Standard                            45sqm/h           /  60sqm/h 
                                                       High Quality                        30sqm/h          /   40sqm/h
Printing Media                                                                         Roll to Roll
Printing WidthPrinting Width                                                                           3.2 Mtr
Image Data Format                                                                   TIFF,JPEG,EPS,PDF
Drying System                                                                         UV-LED Curing
RIP Software                                                                           Photo print/Print Factory/Onyx
Ink Type                                                                                    UV Ink
Ink Volume                                                                              2000ml Volume ink, Automatic ink 
                                                                                                   detector and ink supply system.                                                                                                   detector and ink supply system.
Power Supply                                                                            AC 220V
Dimension                                                                                 5000*1220**1560(mm)
Packing                                                                                    5127*1340*1675(mm)
NW&GW                                                                                 1350kgs & 1500kgs
Work Environment                 Operating Temperature               150-300c  (590-860F)
                                                 Operating Humidity                  40-80%RH
Power                                                                                       2.5kW

Long lifetime UV Lamp Material Tension control system Constant Tension system Panasonic motor


